
LED OUTDOOR WALL MOUNT LANTERN

Instruction Manual

model no. 052-7819

Toll-free: 1-866-827-4985
IMPORTANT: Please read this manual carefully 
before running this lantern and save it for reference
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Safety information

Before use of this product, familiarize yourself with all 
operating features and safety rules.
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WARNING: Read all safety precautions and installation instructions carefully before installing or 
servicing this fixture. Failure to comply with these instructions could result in a potentially fatal 
electric shock and/or property damage.

	 To reduce the risk of electrical shock or other personal injury, ensure the power is 		
	 turned OFF at the fuse or breaker box before making any electrical connections.

	 For outdoor use only.

	 Must be connected to 120 volt, 60 Hz power source.

	 Fixture should be mounted to a grounded junction box marked for use in wet locations.

	 Suitable for wall mount.

	 NOT suitable for ground locations. Minimum of 4 feet or higher.

	 Wall lantern should be installed by a qualified electrician or person experienced with 		
	 household wiring. The electrical system, and the method of electrical connection of 		
	 the fixture, must be in accordance with the National Electric Code and local building 		
	 codes.

	 SUITABLE FOR WET LOCATIONS.

	 CONSULT A QUALIFIED ELECTRICIAN TO ENSURE CORRECT BRANCH CIRCUIT 		
	 CONDUCTOR.

	 MINIMUM 90° C SUPPLY CONDUCTORS.
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1.	 Turn off the electrical power at the fuse or circuit breaker box before installing or servicing any part 
of this fixture.

2.	 Carefully remove the fixture from the carton and check that all parts are included. Be careful not to 
misplace any of the screws or parts needed for installing the fixture.

        

PLANNING INSTALLATION

Hardware included

A: Bracket with screws & nuts (1)

D: Wire nuts (3) E: Screws (2)

B: Washers (2)

C: Screw Caps (2)
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PARTS

A - Bracket

F - Finial

G - Lantern

H - Light SensoR

F1
F2

E: Finial (1)
F1: Nut(1)
F2: Washer (1)
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CAUTION: before beginning installation turn off the
circuit breaker and light switch.

STEP 2

E

A

D

Position the mounting bracket (Part A) to the junction box and secure using screws (Part E). Connect the 
AC wires to the corresponding wires (BLACK to BLACK, WHITE to WHITE and GROUND to GROUND) in 
the junction box using the wire nuts (Part D).
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STEP 2
NOTE: The screws and nuts that are pre-installed on the mounting bracket (Part A) should fit loose during 
test fitting of the wall lantern (Part F). Place wall lantern (Part F) over pre-installed screws and nuts on 
the mounting bracket (Part A) and through the mounting holes located on both sides of the wall lantern 
mounting base. While holding the wall lantern (Part F) over mounting bracket (Part A) with the pre-
installed screws and nuts, adjust both screws protruding through mounting holes of the wall lantern 
mounting base to a height of 3/16 inch. Remove wall lantern (Part F) and tighten pre-installed nuts on 
the mounting bracket (Part A) while retaining the adjusted screw height of 3/16 inch in the previous step. 
Place wall lantern (Part F) back into position and secure to the mounting bracket (Part A) using washers 
(Part B) and screw caps (Part C) onto the protruding screws that were adjusted to a height of 3/16 inch in 
the previous step.

C

A
B

Wall lantern mounting base

Loose Screws & Nuts

STEP 1
Unscrew washer (F2) and nut (F1) from Finial (F). Thread Finial (F) through hole in bottom of Lantern (G). 
Place washer (F2) on thread and tighten with nut (F1) until secure.

F

G

F1

F2
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Please check the following items before having it repaired.

Problem Reason Solution

Lights will not come on A. Light switch is turned off.
B. Fuse is blown or circuit 
breaker is turned off.
C. Incorrect circuit wiring.

A. Turn light switch on.
B. Replace fuse or turn circuit 
breaker on.
C. Verify that fixture is wired 
properly.

STEP 3
Caulk completely around the area where the canopy meets the wall surface with silicone caulking 
compound to prevent water from seeping into the junction box. Turn power ON at the circuit breaker. 
Verify light function.

Canopy
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